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City of New Bedford 
Department of Planning, Housing & Community Development 

608 Pleasant St, New Bedford, Massachusetts 02740 
Telephone: (508) 979.1500   Facsimile: (508) 979.1575 

 

STAFF REPORT 
 

NEW BEDFORD HISTORICAL COMMISSION MEETING  
September 12, 2016 

 
LOCATION:  52 Union Street (Map 47 
Lot 37) 
 
APPLICANT: David Slutz, President, 
Moby Dick Brewing Company, Inc. 
 
OWNER:  Marder Management Corp. 
 
OVERVIEW: The first floor of 52 
Union Street, also known as the E.L. 
Fisher Building, a contributing 
resource within the Bedford-Landing 
Waterfront District, is being adapted 
for a new use as a brew pub 
operation. 

 
EXISTING CONDITIONS: Constructed in 1927 as a wholesale produce and fruit market for the E.L. Fisher Company, 
this vernacular brick commercial building holds a commanding presence as it occupies the entire southeast corner of 
New Bedford’s original “four corners”, and has elevations along three street fronts. The building stayed within the 
Fisher family until 1964 and its use changed to small businesses on the first floor and offices on the second floor. The 
first floor has been vacant for a short period of time and the 
second floor is occupied with professional office space. 
Throughout the years the building has experienced modern 
alterations, particularly to the door and window openings.  
 
The E.L. Fisher building is a two story, flat roof building which 
has its primary six bay façade on Union Street. This façade is 
accentuated by a recessed brick arched entrance with a 
keystone and four central full height bay openings. A 
corrugated metal overhang supported by cast iron brackets 
separates the first and second story and a projecting copper 
cornice finishes the top of the facades. The S Water Street 
façade is similar to the Union Street façade, with nine bays 
consisting of a combination of windows and doors. Two former 
openings have been altered with brick infill and replaced with a 
smaller sash. The corrugated canopy continues along 
Commercial Street and has been partially removed to accommodate a fire escape. 
 
Mid-century photographs depict multi-pane glazing in the building’s window openings. It appears that these were 
metal windows, which were extremely popular in the early 20th century. These metal windows were most likely  

PATRICK J. SULLIVAN 
 DIRECTOR 

 

 

 

 



STAFF COMMENTS           Page 2 of 16 

 
 
original; confirmed by their existence at nearby 22 Union Street, which was constructed in the same year by the 
same builder and sharing the same architect.  
 
At some point the original doors and multi-pane window openings on the first floor were replaced with aluminum 
single pane glass and aluminum panels. The second floor windows were replaced with aluminum combination 
fixed/casement windows which are to remain, and are not included in this project review. 
 
PROPOSAL:  The applicant is seeking to power-
wash the brick facade and infill the existing first 
floor brick openings with new aluminum 
window and door units per submitted plans.  
The existing corrugated metal canopy is to be 
replaced with a proposed similar material in the 
color black. The canopy’s cast-iron support 
brackets are to remain, be sandblasted, and 
painted black.   
 
A. WINDOW & DOOR REPLACEMENT 

 

The proposed window replacement is a 
fixed aluminum frame window with an 
exterior applied aluminum grid in the color “dark anodized 
bronze”, which appears black. The applicant is proposing to fill in 
with matching brick, one non-original and one partial window 
opening on the S. Water Street façade. Some of the current 
doors are to be replaced with windows, and some of the window 
openings to be doors; however none of the masonry openings 
are being modified. The existing doors on the Union and S. Water 
Street facades are to remain, with the door entry on Commercial 
Street being replaced with an aluminum door system to match 
the proposed windows. 

 
B. CANOPY 

The existing corrugated metal canopy is deteriorated and 
requires replacement. The existing supporting cast-iron brackets are to remain and be refurbished and painted 
black.  
 
The applicant has proposed 
for consideration three 
different canopy panel 
profiles, all having a factory 
painted finish in the color 
black. 

 
 
 
 
 
 
 
 
 

TYPICAL PROPOSED ALTERATIONS 

Existing corrugated metal canopy Existing canopy brackets 

Typical existing storefront openings 
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1. A Snap-on-Seam panel system in which 

the panels snap together in various 
available widths; with a 12” minimum 
width available.  

 
 
 
2. A Mighti-Rib panel, available in a 36” 

width with raised ribs at 12” intervals. 
 
 
 

 
 
 

3. A traditional 7/8” corrugated panel with 
a classic exposed fastening system. This 
panel system is available in various 
widths ranging from 26” to 48”. 

 
 
 

 
STATEMENT OF APPLICABLE GUIDELINES: The Bedford Landing District Design Guidelines state the following relative 
to this proposal: 
 

 STOREFRONTS 
Retain and preserve the variety of storefronts that contribute to the overall historic character, form, and vitality 
of the District’s commercial buildings including their functional and decorative features and details. Repair or 
replace damaged elements with in-kind materials, matching details and finish. If possible, reuse existing original 
hardware and locks. If a storefront is completely missing, replace it with a new feature that is based upon 
historical research and physical evidence of the original or is a new design compatible in scale, material, and 
detail with the historic character of the building and district. 

 

 WINDOW REPLACEMENT 
  

If replacement is necessary, new windows shall match the existing window pattern, proportions and scale, and 

be in character with the building’s style. All parts of the replacement windows (such as exterior molding and/or 
casing, exterior frame, and exterior sash members) should match the original or existing historic windows.  The 
muntin thickness and profile should closely match those of the original. Muntins, whether structural or applied, 
must have an exterior three-dimensional profile and a width appropriate to the building’s style. New windows 
with interior applied or removable muntin bars are not acceptable. 
 
 

Snap-on-Seam Panel 

Mighti-Rib Panel 

12” 

 2 

12” 

 1 

 3 

7/8” Corrugated Panel 

26”- 48” 
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 DOORS 
Replacement of original or historically significant doors shall match the existing in material, size, design and 
location. If doors that are not original or architecturally significant are to be replaced, the replacement door, 
including design and material of the surround details and other decorative trim should be appropriate to the 
style and use of the building. 
 

 CLEANING  
Masonry should be cleaned only when it is necessary to halt deterioration and always with the gentlest method 
possible, such as low pressure water and soft natural bristle brushes. DO NOT SANDBLAST MASONRY UNDER 
ANY CIRCUMSTANCES. 

 
STAFF RECOMMENDATIONS:  
 
POWER WASHING MASONRY 
 

Cleaning specifications should be submitted to planning staff for review prior to commencement of the work. 
 
WINDOW & DOOR REPLACEMENT 
 Staff recommends the approval of the proposed window and door replacement, as they closely replicate the 
original metal storefront openings. In addition, all of the original masonry openings, other than those previously 
altered and noted on the S Water Street façade, will be retained.  

 
CANOPY 
The existing galvanized corrugated metal canopy is a distinguishing feature of the building, and as such, should be 
replaced in- kind. The applicant has proposed several canopy panel types that do not match the existing corrugated 
panel in profile or design, and if utilized, will alter the character of this early 20th century storefront.  Staff 
recommends the use of the proposed 7/8” corrugated panel in the color black to replace the existing original 
corrugated metal panel. 
 
Please Note:  Windows on the second story of the building are to remain and are not part of this application.  
  There is also no plan at this time to add lighting to the exterior of the building. 

 
New business signage is in the design and planning stage and will come before the Historical 
Commission under a separate application at a later date.  
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PLOT PLAN-SITE LOCATION 
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Union & S Water Street Facades 
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Union Street Facade 
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 Commercial & S Water Street Facades 
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